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MACINTOSH INSTALLATION INSTRUCTIONS FOR 

MacWireless 2-port PCI USB Card 
No software installation is necessary, as all the necessary drivers are included in the operating system. 

 
Features  

• Works with all computer models with an available PCI slot running Mac OS 8.6 and higher. 
• PCI specification v.2.1 compliant. 
• No third party software installation, as it works with Apple's USB drivers. 
• Supports all USB 1.0/1.1 devices. 

 
Installation 

1. Turn your desktop Macintosh off. 
2. Locate an available PCI card slot and remove the metal plate. 
3. Handing the PCI card by its edges, insert it completely into the PCI slot and secure in place using the original 

screws.  Confirm that the card is well seated and even in the PCI slot. 
4. After closing the computer up, power on the computer. 

 
Note:  If you are installing this card on a computer running Mac OS 9 that does not have built-in USB ports, then it may be necessary to 
re-install or update yourOS in order to get the latest USB drivers installed.  The MacWireless 11b USB Stick requires USB drivers 1.4.2 
or later and OS 9.0.4 or higher.  You can check your system profiler to determine which version is currently installed.  Go to the Apple 
Menu, then to Apple System Profiler, and look under the Extensions tab.  Find USB Device Extension and check the version number.  If 
it less than 1.4.2, you will need to reinstall your OS.       

 
 

 
 
 

Disclaimer: Although this product has been tested and verified, MacWireless does not accept responsibility for loss or 
damage to any equipment or device. Use at your own risk. 

 


